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ABSTRACT 
The fin-and-tube heat exchangers have been extensively used in many fields, especially in heat, 
ventilation, air-conditioning, and refrigeration systems. In the case of operation of the fin-and-tube 
heat exchanger as an air-cooler the frost formation is important effect that should be taken 
into account. The frost accumulation process is undesirable since it deteriorates heat transfer 
due to the insulation of frost layer as well as causes excessive pressure loss. The analysis of the 
effect of frosting process on the finned tube air cooler performance is presented in the paper. 
Based on long-term experimental investigation of the air-cooler applied in the cold storage 
chamber, the general degradation of the heat exchanger performance is discussed. The influence 
of the frost on the cooling capacity, by-pass factor, and thermal resistance were 
analysed. Temperature distribution of the air passing through the air-cooler before and after 
the defrosting process were presented and discussed. A method of the assessment 
of the amount of frost formed at the air cooler surface based on visualisation of the air cooler 
during operation and synchronised with the thermal measurements is developed. Results show 
that the frosting process causes deterioration of the cooling capacity up to 40% in the analysed 
case. It was demonstrated correlation between frost formation and heat transfer degradation 
in air cooler. 
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1. INTRODUCTION
Frosting process occurs in many types of heat exchangers as undesirable phenomenon since 
the layer of frost acts as an additional thermal resistance which decreases the efficiency 
of heat transfer. Frost formation is a very complex process, so its recognition as well 
as assessment of the heat transfer degradation caused by frosting may be thought as still 
open research problem (Hundy, 2016). Hayashi et al. (1977) provided basic classification 
of frosting process mechanism and divided the process into three periods, namely: (i) crystal 
growth period, (ii) frost layer growth period, and (iii) full growth period. At the first period a thin 
layer of frost covers the surface and accretion of thin crystals occurs, at the second period 
– density and thickness of the frost layer increase due to generation of new formations of the thin 
crystals at the upper layer and diffusion of water vapour inside the porous frost layer. At the third 
period alternate melting and freezing of  water substance occurs repeatedly when the surface 
of the layer reaches 0°C and ends when the  equilibrium is achieved. Freezing of melted ice 
located deeper in the frost layer rapidly increases the frost density and decreases thermal 
resistance in this period. Numerous theoretical models of the frosting process for simple 
geometries of the air cooler were developed (Sami and Duong, 1989, Lee and Ro, 2005, 
Negrelli and Hermes, 2015). Wang et al. (2012) presented a generalised simple model of frost 
growth on a flat plate. Generalised correlations for frost properties were also developed 
and presented by Kandula (2011) and Nascimento et al. (2015). Four methods of prediction 
of frost densification and growth on vertical, horizontal and parallel flat plates have been compared 
by Leoni et al. (2016). Frosting process for the fin-and-tube air coolers was also 
investigated by many researchers (Getu and Bansal, 2011, Amini et al., 2014). Seker et al., (2004) 
conducted a numerical analysis of unsteady thermal characteristics of the heat exchangers 
under forced convection and frosting conditions. A new CFD frosting model that takes 
the effect of surface structure on frost development and describes the initial and growth period 
of frosting was developed by Cui et al. (2011). The issues of the identification of the thermal 
degradation of the air cooler due to frosting process may be still thought as an open issue, 
however. 
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The paper presents an approach for the identification of the amount of frost formed at the air 
cooler surface by means of visualisation. The proposed method was validated using the 
measurement data taken during tests of the air cooler placed in a cold room used to store 
vegetables. Obviously due to complexity of the frosting process and heat transfer degradation 
the relationship between assessed frost formation at the air cooler surface and heat transfer 
degradation is strongly non-linear. Therefore main objective of the presented research isThe 
paper presents demonstration of the correlation between frost formation and heat transfer 
degradation on the basis of long term operation of the air cooler in the refrigerated vegetable 
storage chamber, i.e. under actual operation conditions.   

2. TEST APPARATUS AND PROCEDURE
The tested air-cooler operates in vegetables cold-store chamber. The tested air cooler of nominal 
cooling capacity is 1.148 kW operated in the indirect cooling system with glycol solution 
asThe paper presents heat transfer fluid. Air flow is forced by three silent fans of diameter 200 
mm, power consumption 10 W each, nominal air flow rate was 1105 m3/h. The tested 
air cooler contains of 18 tubes made of copper arranged in 9 circuits and 149 
aluminium fins on the tubes. Fins dimensions are 202×90×0.25 mm with the fin pitch 
of 7.0 mm. The air-cooler was equipped with two electric heaters for defrosting process. Heat 
transfer area of the tested air cooler is 5.7 m2. The pressure drop for the nominal operation 
condition was estimated as 6 Pa. The photograph of the tested air-cooler is shown in Fig. 1. 

a) b) 
Figure 1: Photograph of the tested air-cooler: a) air outlet side, b) air inlet side 

Figure 2: Location of the measurement sensors 

The locations of the sensors are shown in Fig. 2. The photographs of two sensors are given 
in Fig. 3. The following measurements were made during the tests: 
 relative humidity (RH), velocity (w), and temperature (T) of the outlet air;
 temperature (T) of the inlet air, see Fig. 3a;
 inlet and outlet temperature (T) of glycol;
 temperature of the fins, see Fig. 3b.

Air velocity was measured using Delta Ohm HD103t omnidirectional probe with measurement 
range of 0 – 5 m/s; accuracy of ±0.04 m/s for 0 – 1.0 m/s and ±0.2 m/s for 1 – 5 m/s range. 
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Relative humidity and temperature were measured by E+E Elektronik type J sensors with constant
heating (measurement range 0-100% RH with accuracy of 1.5% for RH < 90% and 2.7% for RH >
90%) and thermocouples CZAKI 361K-3-W3.
The defrosting, that lasted 10 minutes were carried out two times a day. Frosting process is clearly
visible on the photographs in Fig. 4.

a) b) 
Figure 3: Photographs of temperature sensors locations: 
a) air inlet temperature, b) fins temperature measurement

(a) (b) (c)

Figure 4: Photograph of the tested air cooler:
a) frosted cooler; b) between the defrosting cycles; c) after the defrosting process

3. APPROACH FOR FROSTING PROCESS IDENTIFICATION
The proposed approach for identification of the process of frosting is based on visualisation 
of the air cooler under actual operation conditions, i.e. in the cold storage room.  The procedure 
of the visual identification of the frosting process requires preparation of the photographs 
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by dividing video files into images, cropping and converting into grayscale. The amount 
of frost was determined by counting pixels representing frost in the pictures, using 
an original algorithm developed in NI Vision Builder 2013, a part of NI LabView environment. 
Its operation is presented below in a synthetic way.
In the first step video files containing photographs of the tested cooler were converted 
into grayscale images. Next, the range of shades representing frost was chosen after carrying 
out a significant number of tests. Analysing several dozen hours of recordings, where 
pictures were taken every second, allowed to credibly verify the correctness of operation 
of the proposed algorithm.

(a) (b) 

Figure 5: The processed air cooler photographs:
a) before defrosting; b) after defrosting

The inspection algorithm, prepared in Vision Builder consists of three steps: acquisition of pictures, 
counting pixels and saving the results to a text file. The second step (Count Pixels) adds up pixels 
in shades from previously chosen range. This option works only with grayscale images, therefore 
pictures had to be converted from RGB colour model, in which they were taken by the camera. 
The scope of shades included by the Count Pixels tool can be set manually or by several 
automatic routines. In this analysis authors used the Gray Objects option with manually adjusted 
thresholds of colours. The right selection of the range of shades is a key issue. It was chosen after 
a careful observation of the air cooler photographs under different frosting conditions. Ultimately 
a span of 90th to 170th shade was picked. The blue area visible in Fig. 5 are all pixels that fall into 
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this range. The difference between a frosted and a clean cooler is clearly visible which 
is the base of conducted analysis. The proposed method requires the photographs must 
be of high quality, they must be synchronised with saved measurements, and correct 
choice of colours range corresponding to the frost requires insightful observation 
and analysis of significant number of pictures.
The cooling capacity of the tested air-cooler, bypass factor and the change in thermal resistance 
after frosting were calculated according to the following formulas, respectively:
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4. RESULTS
The tested air cooler operated in the cold storage chamber of vegetables during long time storage
of napa cabbage. Four measurements series were analysed (the diagrams for one selected
exemplary measurements series were presented in the paper).

Figure 6: Amount of frost formed at the air cooler surface

In addition to the comparison of selected measurements with the frosting level, the cooling 
capacity, thermal resistance of frost, and bypass factor were calculated. The air cooler was being 
defrosted every 12 hours. Its surface did not frost evenly between defrosting cycles, which 
is visible in Fig. 6. The percentage of the pixels representing frost in the pictures varied from about 
32% to about 50%. For each measurements series the lowest percentage was subtracted from
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percentage calculated for each photograph in a given series. This minimum has been accepted 
as a moment when the air-cooler surface was completely clean.

The percentages returned by NI Vision Builder only indicate the number of pixels that fall into 
the chosen span of 90th to 170th shade of grey in the whole photograph. It is an indirect 
measure, proportional to the amount of ice formed at the air cooler surface. Zero percent 
in the photograph (Fig. 6) describes the moment when the air cooler surface is clean. Also, 100% 
does not mean that cooler is completely frozen due to the presence of other elements 
in the picture, e.g. the air cooler housing. These components were taken into consideration 
and do not affect the results.

Figure 7: Reduction of the thermal capacity of the air cooler
under frosting conditions in subsequent cycles

The cooling capacity of the tested air-cooler before defrosting process varied from 0.55 kW to 0.75 
kW and after defrosting was higher for about 0.2 kW, varied from 0.75 kW to 0.9 kW. The lowest 
calculated cooling capacity was about 0.35 kW, and the highest about 1.2 kW. Reduction 
of the cooling capacity due to frosting for longer period (8 cycles) is shown in Fig. 7. The results 
indicate that frosting process decreases the air-cooler capacity by 20 – 40% by increasing 
its bypass factor BF for about 18 – 35%, see Fig. 8.

The bypass factor (Fig. 8) is very high and varies from 0.5 (clean heat exchanger surface) up to 0.7 
(frosted up surface). Average bypass factor of the frosted cooler is 0.68, and 0.55 after defrosting. 
Due to frost growth on the fins the available area for the air passing through the heat exchanger 
decrease as the frost level increase. In other to maintain the required air flow, the fans had 
to run at higher capacity. In effect velocity of air increase as the frost level increase (see Fig. 9.) 
Since the frost creates additional thermal insulation the heat transfer between glycol 
and air decrease, see Fig. 10. According to Fig.10 the heat transfer coefficient varied in range 
11-21 W/(m2

K) for frosted surface and varied in range 15-31 W/(m2
K) for clean surface. Maximum 

rise in thermal resistance is 0.32 (m2
K)/W. 
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Figure 8: Bypass factor before and after the defrosting process in subsequent cycles

Figure 9: Changes in velocity of air passing the heat exchanger

Figure 11 shows the average frosting level for four analyzed days as a function of time, 
respectively before (Fig. 11a) and after (Fig. 11b) the shown inflection point. This point indicates 
the maximum pixel percentage (see Fig. 6) which occurred in the middle of every series, so the 
frosting cycle was repeatable. Approximation equations for both curves were determined 
as follows:

23283.6 3231.4 780.93bS      Eq. (7)
4 3 211686 31308 31197 13715 2257.8aS         Eq. (8)
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Figure 10. Heat transfer coefficient of tested air cooler before and after the defrosting process in 
subsequent cycles

Figure 11: Average pixels percentage of frost formation: 
a) before the inflection point; b) after the inflection point
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Equation (7) and eq. (8) allow to predict the frosting level. The proposed relationships can be used 
to further optimise defrost system operation. Dividing the curve into two parts was necessary 
due to lack of accuracy of approximation of the whole averaged period.The relation between 
thermal capacity from four test series and the amount of frost is shown in Fig. 12. 
The approximation is less accurate due to fluctuations of the air cooler thermal capacity that 
were as high as 0.1 kW. After the initial drop behind the inflection point (Fig. 12b) the air cooler 
thermal capacity slightly rises with the increase of the amount of frost. This may be effect 
of changes in frost structure leading to decrease of its thermal resistance or achieving 
critical diameter by frost layer. The proposed method of analysis allows to assess the degree 
of frosting and its impact on the operation of the air cooler on the basis of visual observation 
of the heat exchange surface during the long-term operation of the exchanger in the cooling 
chamber. This method allows to determine the correlations describing the degree of frosting 
during the operation of the cooler. It has been shown that the correlation between the degree 
of frosting and the measured thermal and flow values is clearly visible, especially in the case 
of air and glycol temperatures and the cooling capacity of the exchanger. It is necessary 
to determine all the quantities that are related to the frosting process. The basic parameters that 
were also included in the analysis are the temperature of the cooler fins and the flow of the cooling 
fluid (glycol).

(b) 

Figure 12: Relationship between pixels percentage of frost formation and thermal capacity 
of the tested air cooler: a) before the inflection point; b) after the inflection point
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5. CONCLUSION
Based on the presented results following conclusions can be drawn:

 Proposed method of the analysis allows to assess the extent of frosting formation 
and its influence on the air cooler thermal performance which is based on the visualisation 
of frosting during long term operation in the cold storage chamber. Proposed approach makes 
possible to develop a correlation describing frosting level with operation time.

 Experimental results show a negative influence of frost formation on air cooler capacity. 
In a single working cycle frost decreases cooler capacity by ca. 0.2 kW, however in the long 
term capacity may drop by 40%.

 Tested air cooler is characterised by a high bypass factor BF, 0.55 on average. During 
frosting, BF further increases. The highest value in analysed timeframe achieved 
BFmax,fr = 0.73. This means that almost ¾ of air passing through the air cooler does 
not have contact with heat exchanging surface.

 The results obtained using presented method may be useful for quantitative evaluation 
of operation of air coolers, and optimisation or improvement of defrosting process.

 The proposed approach requires the photographs of the tested air cooler should be taken 
at the same conditions, i.e. with the same lighting and position of the CCD camera. This allows 
using the same span of colours for all the analysed photographs. Other phenomenon that 
might influence the results is the pixels counting algorithm of the frost surface structure 
at the beginning of defrosting.

 Presented results are valid only for the tested air cooler. However, due to similarity of air cooler 
construction, the proposed frosting level correlation  may be usable during design of other 
air coolers.
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NOMENCLATURE
A heat transfer surface area, m2 BF bypass factor 
c specific heat, J/(kgK) k overall heat transfer coefficient, W/(m2

K) 
Q heat transfer rate, W R heat transfer resistance, m2

K/W 
S frosting level t temperature, °C 
V volumetric flow rate, m3/s 

p ciśnienie (kPa) [Text Normal] τ dimensionless time 
T temperatura (K) V objętość molowa (m3×mol-1) 

c parameters of the cooler fr frost conditions 
g glycol in inlet of the cooler 
s fins surface out outlet of the cooler 
1 in front of the cooler 2 behind the cooler 
a before inflection point b after inflection point 
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